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HEATECH - QUICKMAT

- GENERA
| Read instructions carefully.
2. DIRECT HEATECH floor heating mats can be installed under ceramic floors,
. stone floors and wooden floors over concrete and must not be installed in
closets hanging on wall, wall partitions that extend to the ceiling or over cabinets.
3. DIRECT HEATECH can be installed in all rooms, including in bathroom:s.
- 4. Make sure that the sub-floor is complete, including insulation if necessary.
5. No modifications are allowed to be made on the product.
(Size change, fixing cutting cable, connections, etc)

Preparations

|.All preparations are essential to ensure peak efficiency.

2. Remove all obstacles from sub-floor and make sure that sub-
floor is free from all dirt, nails, sawdust etc.

3. Pre-plan the heating mats layout, thermostat location.

4. Make sure the heating mats sizes are correct as you need
according to the plan.

4.1f DIRECT HEATECH is installed under ceramic or stone tiles
allow at least one week for the mortar to cure, or according
to manufacturer’s specifications, before activating the system.

Electric preparation-to be done by a qualified electrician
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| .Prepare all electric connections for the thermostat in the walls
(see drawing no )

2.1t is mandatory to install a class “A” non -receptacle G.EC.I.
circuit breaker with each DIRECT HEATECH installation.

3. Install the thermostat according the installation instruction
of the thermostat.
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Warning: make sure the heating mat is not connected to the
electric power and the electric circuit is deenergized
during the installation to be safe from fire and electric shock













